


FMT T4106FM
7-3

Performance Datachart

Single Unit Initial Footcandles, 30" Work Plane Ceiling to Floor Multiple Units Initial Footcandles, 30" Work Plane
T4106FM 20W T-4 MH Ceiling 80%  Walls 50%  Floor 20%
Nadir 15° 25° 35° Spacing is Maximum Over Work Plane

FC FC Diam FC Diam| FC Diam Spacing RCR 1 RCR 3 RCR 8

14 13 & 10 5 5 8 8 6' 19 16 1

10 0 3 7 6' 3 9 9 7 14 11 8

8 7 4 5 7 2 11" 10' 8 10 9 6

5 5 5' 3 9 2 13' 12 11 6 5 4

3 3 6 2 11" 1 16' 14 13 4 4 2
Single Unit Initial Footcandles, 30" Work Plane Ceiling to Floor Multiple Units Initial Footcandles, 30" Work Plane

ili 0, ) 0,
T4106FM 70W T-6 MH Read Bottom Data Ceiling 80%  Walls 50%  Floor 20%

Nadir 15° 25° 35° Spacing is Maximum Over Work Plane
FC FC Diam| FC Diam FC Diam Spacing RCR 1 RCR 3 RCR 8
63 57 3 4 5' 19 8 8 6' 81 69 47
45 41 3 29 6 14 ¢ 9 7 58 49 33
34 31 4 2 7 10 11 0 8 44 37 25
21 19 5 |14 9 6 13 2 10 27 23 16
14 3 6 | 9 11 4 16 @ 13 19 16 11
CP Distribution Candelas
85° 0° | 90° 0° | 90° 0° 90°
48 75 | © 1600% 1600% | 100 o 3200% 3200% | 200 o 6200* 6200
96 0 | 435 | 435 200 0| 865 | 865 400 0 | 1905 | 1905
65°| | 5 | 438 @ 434 5| 877 | 868 5 11927 | 1897
144 10| 464 | 423 300 10| 928 | 846 600 10 2013 | 1829
\ 550 15 508 | 395 15/ 1016 | 783 15 2155 1686
192 \ 20| 508 | 343 400 20 1012 | 686 800 20 2178 | 1505
\ 25| 485 | 277 25| 963 | 554 252069 @ 1221
o 130 430 | 195 30 860 | 395 30 1843 | 882
oo N B Ik T R 8
5
288 1 45 124 | 51 600 45| 248 | 103 | 1200 45 508 | 245
I 50 65 35 50 130 | 65 50 254 | 149
336 ] 35°1 155 35 20 700 ] 35° |55/ 69 40 1400 | 35° /55| 136 88
/ 60 22 15 / 60 44 23 / 60 85 46
384 65 16 6 800 7 65 31 11 1600 / 65 59 17
70 11 4 7 70 21 7 70 41 13
75 0 0 75 11 5 75 20 8
432 go 8 8 900 go 8 8 1800 go 8 8
5 5 5
480 5o 43 25° 90 0 | 0 | 1000 g 45T g0 90 0 | 0 | 20000 o s 555 90 0 | 0
T4106FM One 20W T-4 MH Eff. 40% ©Vertical Angles ~ T4106FM One 39W T-6 MH Eff. 40% ©Vertical Angles ~ T4106FM One 70W T-6 MH Eff. 42% ©Vertical Angles
S/M0°1.30 SM90°.90 *Initial Lumens S/M0°1.30 SIM90°.90 *Initial Lumens SM0°1.30 SM90°.90  *Initial Lamp Lumens
Brightness Coefficients of Utilization
Number | Lamps Plane | 85° 75° 65° 55° 45° Ceiling 80% 70% 50% 30% 0
0° 50 231 773 1340 | 11475 Wall%| 70 | 50 | 30 | 10 | 50 ' 10 A 50 /10 50 10
20W T-4 MH
90° 8 78 95 1531 5019 RCR | Zonal Cavity Method - Floor Reflectance 20%
0° 100 461 1541 | 2691 | 23057 1 45 44 | 42 |41 | 43 41 | .41 | .40 40 .38 | .37
T4106FM | 39W T-6 MH
90° 17 79 182 3061 | 10032 2 42 .40 38 .37 |.39 .36 |.38 .35 .37 .35 .33
70W T-6 MH 0° 199 914 3069 | 5358 | 44924 3 40 /.37 35 .33 .36 .32 .35 .32 .34 .31 .30
90° |36 155 | 361 | 6005 |19645 4 137 .34 .31 .29 .33 .29 .33 .29 .32 .29 .28
Data in footlamberts. Photometer readings, Maximum Brightness Method. 5 35 .31 |29 |27 .31 |27 |30 26| 29 .26 .25
Notes 6 33 .29 |26 |24 |29 24 |28 |24 27 24 .23
1 All data with standard Softglow® clear trim. 7 31 127 |24 |22 |27 |22 |26 .22 | .26 .22 .21
2 Single unit Datachart pattern diameters are determined by the number of 8 29 |25 .22 .21 |.25 .20 .24 .20 | .24 .20 .20
degrees from each side of nadir. Therefore a 15° diameter represents a total
30° pattern width at the work plane 30" above the floor. Footcandle values o 28 1.23 .21 1.19 |23 | .18 1.23 |19 1.22 119 | .18
are at the edge of that diameter. 10 |26 (22 .19 .18 22 |18 |.21 .17 .21 .17 | .17
3 Candlepower distribution curves: solid lines show distribution at 0°, along the T4106FM One 20W T-4 MH T4106FM One 70W T-6 MH x 1.1

lamp axis. Dotted lines show distribution at 90°, across the lamp axis. T4106FM One 39W T-6 MH x 1.0





